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OCP-100

MCP-170 Conventional Master Control Panel
n Traditional Control Conception (ICCP)
n Direct button Operation
n Single Cable Connection with Power Supply
n For control up to 40 Cameras

RATINGS / PERFORMANCE

Power Supply Voltage +12 V (+11 V to + 16 V)

Operating Temperature 0° C  to  + 45 °C

Operating Humidity 30 % to 90 %

Dimensions W 182 x H 341 x D 55 mm

Weight Approx. 1.7 kg

n Traditional Control Conception (ICCP)
n Direct button Operation
n Single Cable Connection with Power Supply
n Dedicated to operate HDK-79GX & HDK-55
n  New Functionality like variable  

Colour Temperature

Conventional Operational Control Panel

RATINGS / PERFORMANCE

Voltage DC +11 to +16 V rating DC +12 V

Wattage Approx. 3.2 W 

Dimensions (WHD) 92.2 x 177.5 x 355.5 mm

Weight Approx. 2.1 kg

RELATED ITEMS:
HDK-79GX  |  HDK-55  |  HDK-5500  |  HC-HD300
BSW-970
HDL-F30  |  HDL-23  |  HDL-4500  |  HDL-57

RELATED ITEMS:
HDK-55  |  BSW-970


