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RATINGS / PERFORMANCE

Panel Specifications Screen Size 31.1 inch

Screen Resolution 4096 x 2160 

Brightness 350 cd/m2

Contrast Ratio (typ) 1450:1 or more

Colour Depth 10.7 Billion (RGB 10-bit)

View Angle 178°H/V

General Specifications Power Requirements AC 100V～120V,  200V～240V

Power Consumption 230W (Preliminary)

Dimensions (WxHxD) 750mm(W)×459mm(H)×120mm(D) (Preliminary)

Weight Approx.16kg (Preliminary)

Video Input/Output 12G-SDI (BNC) 2 input / 2 output (Planned)

3G/HD-SDI (BNC) 4 input / 4 output,  3G Level-A/B, Square Division or 2SI Division 
(1input/1 output of them are also used as 12G-SDI)

HDMI 1input (2.0 HDCP2.2)

Display Features WFM available

Vector scope available

Split screen available

Closed caption available

User marker available

31.1-inch 4K UHD LCD Broadcast Monitor          HQLM-3120W
n Closed caption; Various User Marker  
n User Marker Display Function   
        (10 Patterns x12 Scenes)  
n Built-in Test Signal Function  
n Multi Display Function (Max. 4 Sources)  
n External Memory Function  
n USB Mouse Control; Downmix Function  
n Colour Temperature Auto  
        Adjustment Function  
n IMD/UMD Display by TSL Protocol   
        and User Display
n 2x / 4x Zoom Function  
n Image and Test Signal Mix  
n White Balance Adjustment Assist  
n HDR VERSION WILL BE AVAILABLE SOON

The HQLM-3120W is 31-inch 4K UHD LCD Monitor. It incorporates a 10-
bit LED backlight UHD LCD panel with a contrast ratio of 1450:1. The 
monitor provide two 4K inputs and 3G/HD SDI and HDMI inputs as stand-
ard. ASP-100 Auto set-up probe can easily adjust and maintain the accu-
rate colour reproduction.

RELATED ITEMS:
ASP-100 Auto Setup Probe  |  SRC-400 Serial Remote Controller  
RCT-30A Infrared Remote Controller  |  CC-E31 Hard Carrying Case

n  Employs a 31.1-inch 4,096x2,160 pixel 10-bit 
resolution UHD LCD panel, using LED backlight

n 3G-SDIx4 input for 4K format by square     
        division or 2-sample interleave
n 2ch 12G-SDI input for 4K
n 3G/HD-SDI and HDMI input
n High Contrast Ratio 1450:1
n Wide critical viewing angle of  
        178 degree (Horizontal/Vertical)
n Wide color gamut meeting the  
        ITU-R BT.2020 standard
n WFM monitoring, Vector Scope, VITC display
n 8ch embedded audio level display
n Multi format; Shadow Function 
n Centralized Control Function  

NEW


