

      


      
      
        
[image: Network Control panels]




  
  Skip navigation

  	Home
	company	Company profile
	Milestones
	Career



	products	broadcast
	medical
	security
	industrial



	distributors
	download
	press
	contact
	login



   





	

	
		Skip navigation

			Home
	BROADCAST
	MEDICAL
	SECURITY
	INDUSTRIAL
	company
	distributors
	contact
	press
	download
	login



		 

	


[image: Navigation]      

    

  



    

                        
            
              





[image: BROADCAST]






            

          
              
      
              

                      
              
                


  
  

>> Network Control panels



  
  
  

    
    

[image: MCP-300]



    
    
  







FUNCTIONS

GALLERY

RELATED ITEMS
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      The MCP-300 is a newly designed network master control panel for use with not only Ikegamis conventional ICCP control and Arcnet based control, but also Ethernet based control, allowing customers the flexibility to choose the camera control system based on their needs. As a master control panel, it provides simultaneous operation for up to 10 cameras, moreover up to 100 cameras can be selected (10 cameras x 10 groups). The MCP-300 also supports PoE, Powering over Ethernet, so a separate power supply is not necessary.

	Ethernet / Arcnet / ICCP Multi-Network Control System
	Large Touch Screen LCD
	Illuminated Control Panel
	User Customize Functions
	Multi-Camera Control
	Camera<->OCP Assignment/Routing (Option)
	Character Output Function (Option)
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You want further information?

      Feel free to contact us.
Service-Hotline: +49 (0) 2131 1230
E-Mail: broadcast@ikegami.de
Contact Form
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			RELATED ITEMS

	

	Camera Heads
	HDK-99
	HDK-73





	BOX/POV Cameras
	UHL-43
	HDL-23 (Last Stock)





	Network Control panels
	OCP-300
	OCP-100
	OCP-10
	VCP
	VMP
	BSH-300
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      LARGE TOUCH SCREEN LCD

  
  
      The MCP-300 provides a large 7-inch LCD touch screen GUI allowing an operator not only the ability to control cameras as did previous master control panels, but also in depth access to monitor and maintain camera settings.
  
  
  






 





      ILLUMINATED CONTROL PANEL

  
  
      The name of each function switch on the MCP-300 is illuminated, allowing use in a dark environment.
  
  
  






 





      USER CUSTOMIZE FUNCTIONS

  
  
      The MCP-300 provides four switches above the LCD screen which can be custom assigned, also the user is free to customize function items to be assgined to the UP/DOWN Select Swiches. The Control Depth can be set (with password protection), permitting the user to optimize the control access of the MCP based on their operating style.
  
  
  






 





      CHARACTER OUTPUT FUNCTION (OPTION)

  
  
      The MCP-300 includes the function to output a character signal (HD-SDI) such as diagnostic information on an external monior, also it can indicate the optical level to and from the camera head by status bar, helping the user to easily understand the camera cable condition.
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  	RATINGS / PERFORMANCE MCP-300	 
	Power Requirement	DC +12 V (+ 10 to +18 V)
	Power Consumption	13 W (Standard)
	Cable Length (max.)	10 m (MCP Cable without DC IN)

30 m (MCP Cable with DC IN)

100 m (LAN Cable, CAT5e or higher)
	Operating Temperature	0 °C to + 45 °C (+ 32 °F to + 113 °F)
	Storage Temperature	- 25 °C to + 60 °C (- 13 °F to + 140 °F)
	Operating Humidity	30 % to 90 % (non-condensing)
	Dimensions	W 204 x H 354 x D 79.4 mm

(W 8.03 x H 13.94 x D 3.13 inch)
	Weight	Approx. 2.6 kg (5.73 lbs)
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